
Shower Systems
This section will help you identify which plumbing system you have in your home and the types of showers best suited 
to it. Simply identify your water system and then follow the chart on pages 94/95 to see what your shower options are.

Mixer
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Technical details.
Triton showers don’t just look great, 

they work fabulously too. What’s more, as 

each product is supplied with step by step 

instructions, they’re also easy to fit. On the 

following pages you’ll find further technical 

drawings and specifications, for you or your 

installer, to help you decide on the best 

model for you. From water systems to inlet 

centres or electrical requirements, we’ve 

listed everything you’ll need to make the 

whole process as smooth and relaxing as  

one of our showers. 
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Typical Mixer Installation  
Gravity Fed Low Pressure System

Typical Mixer Installation  
Combi Boiler High Pressure System

Typical Mixer Installation  
Unvented High Pressure System

Electric showers

Power showers & pumps

Typical Electric Installation  
Cold Mains

Typical Power Shower Installation  
Gravity Fed Low Pressure System

Typical Mixer with a Pump Installation  
Gravity Fed Low Pressure System.  
Suitable for Mixer Showers only

Typical Pumped Electric Installation  
Cold Water Cistern

Typical Electric with a Pump Installation  
Cold Water Cistern. Suitable  
for Electric Showers only
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Shower specifications†
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Aspirante xr
electric shower

Temperature Control Stabilised

Power Ratings 9.5 kW, 10.5 kW

Inlet Connection 15mm compression

Water Entry Points Bottom, back (right hand 
side unit)

Cable Entry Points Top, back (right hand side unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running 
Pressure/Flow

1 Bar @ 8 l/min and 
1.5 Bar @ 11 l/min for 10.5 kW

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark

Guarantee 2 years Finish Power Code

Satin/Chrome 9.5 kW ASP1009XR 

Satin/Chrome 10.5 kW ASP1001XR 

T100xr
electric shower

Finish Power Code

White/Chrome 8.5 kW SP1008XR 

White/Chrome 9.5 kW SP1009XR 

White/Chrome 10.5 kW SP1001XR

Temperature Control Stabilised

Power Ratings 8.5 kW,  9.5 kW, 10.5 kW

Inlet Connection 15mm compression

Water Entry Points Bottom, back (right hand 
side unit)

Cable Entry Points Top, back (right hand side unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running 
Pressure/Flow

1 Bar @ 8 l/min and 
1.5 Bar @ 11 l/min for 10.5 kW

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark

Guarantee 2 years

Instatrim available separately 

T150Z
thermostatic electric shower

Temperature Control Thermostatic

Power Ratings 8.5 kW, 9.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back (right hand 
side unit)

Cable Entry Points Top, bottom, back (right hand 
side unit)

Outlet Connection 1/2” BSP

Plumbing System Mains cold water only

Minimum Running 
Pressure/Flow

0.5 Bar @ 8 l/min* 

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, BEAB CARE, CE,  
BSI Kitemark

Guarantee 2 years

Finish Power Code

White/Chrome 8.5 kW SPSG08WC

White/Chrome 9.5 kW SPSG09WC*Recommended minimum running pressure/flow for full 
performance. 1 Bar @ 8 l/min)

T150Z Pumped
thermostatic electric shower

Temperature Control Thermostatic pumped electric

Power Ratings 8.5 kW, 9.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back (right hand 
side unit)

Cable Entry Points Top, bottom, back (right hand 
side unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water cistern only

Minimum Head Pressure 75mm

Maximum Head Pressure 10m

Surface Mounted Only

Approvals, Complies with BEAB, BEAB CARE, CE,  
BSI Kitemark

Guarantee 2 years Finish Power Code

White/Chrome 8.5 kW SPSGPE08WC

White/Chrome 9.5 kW SPSGPE09WC

Safeguard Care
thermostatic electric shower

Temperature Control Thermostatic

Power Ratings 8.5 kW, 9.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back (right hand 
side of unit)

Cable Entry Points Top, bottom, back (right hand 
side of unit)

Outlet Connection 1/2” BSP

Plumbing System
Compatibility

Mains cold water only

Minimum Running 
Pressure/Flow

0.5 Bar at 8l/min*

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals BEAB, BEAB CARE, RNIB, CE,  
BSI Kitemark, WRAS

Guarantee 2 years

*Recommended minimum running pressure/flow for full 
performance 1 Bar @ 8 l/min

T90xr
pumped electric shower

Finish Power Code

White/Chrome 8.5 kW SP9008SI 

White/Chrome 9.5 kW SP9009SI 

Temperature Control Pumped Electric Stabilised

Power Ratings 8.5 kW, 9.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back (left hand 
side of unit)

Cable Entry Points Top, bottom, back (left hand 
side of unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water cistern only

Minimum Head Pressure 75mm

Maximum Head Pressure 10m

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark

Guarantee 2 years

Safeguard Pumped Care
thermostatic electric shower

Temperature Control Thermostatic pumped electric

Power Ratings 8.5 kW, 9.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back (right hand 
side of unit)

Cable Entry Points Top, bottom, back (right hand 
side of unit)

Outlet Connection 1/2” BSP

Plumbing System
Compatibility

Cold water cistern only

Minimum Head Pressure 75mm

Maximum Head Pressure 10m

Surface Mounted Only

Approvals BEAB, BEAB CARE, RNIB, CE,  
BSI Kitemark

Guarantee 2 years

Finish Power Code

White/Chrome 8.5 kW C100SG08WC

White/Chrome 9.5 kW C100SG09WC

Finish Power Code

White/Chrome 8.5 kW CSGPE08WC

White/Chrome 9.5 kW CSGPE09WC

T80Z Fast-Fit
electric shower
Temperature Control Stabilised
Power Ratings 7.5 kW, 8.5 kW, 9.5 kW, 10.5 kW 
Inlet Connection 15mm compression
Water Entry Points Top, bottom, side bottom,

back (left hand side unit)
Top, bottom, side bottom,
back (right hand side unit)

Cable Entry Points Top, bottom, back
(left hand side unit)
Top, bottom, back
(right hand side unit)

Outlet Connection 1/2” BSP
Plumbing System Cold water only
Minimum Running Pressure/ 
Flow for full performance*

1.0 Bar @ 8 l/min 
1.5 Bar @ 11 l/min for 10.5 kW*

Maximum Static Pressure 10 Bar
Surface Mounted Only
Approvals, Complies with BEAB, CE, BSI Kitemark
Guarantee 2 years

Finish Power Code
Chrome 8.5 kW SP8CHR8ZFF  
Chrome 9.5 kW SP8CHR9ZFF 
Chrome 10.5 kW SP8CHR1ZFF 
White/Chrome 7.5 kW SP8007ZFF  
White/Chrome 8.5 kW SP8008ZFF  
White/Chrome 9.5 kW SP8009ZFF  
White/Chrome 10.5 kW SP8001ZFF
White/Chrome 8.5 kW ECO8008ZFF  

To see all finishes and for further details please see page 28-29.
*At running pressure/flow 0.7 Bar at 8 l/min (1.2 Bar at 11 l/min for 10.5kW) 
the shower will continue to operate at a reduced performance.

T70Z
electric shower
Temperature Control Stabilised

Power Ratings 7.5 kW, 8.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back  
(left hand side unit)  
Bottom, back  
(right hand  side unit)

Cable Entry Points Top, bottom, back (left or  
right hand side unit*)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running 
Pressure/Flow

1 Bar @ 8 l/min**

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark

Guarantee 2 years
Finish Power Code

White 7.5 kW SP7007Z 

White 8.5 kW SP7008Z 
*At running pressure/flow 0.7 Bar at 8 l/min the shower will 
continue to operate at a reduced performance.
**RHS is achieved using the Z Uni-fit Kit.

Topaz T100si
thermostatic electric shower

Temperature Control Thermostatic

Power Ratings 8.5 kW, 9.5 kW, 10.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back (right hand 
side unit)

Cable Entry Points Top, bottom, back (right hand 
side of unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running 
Pressure/Flow

1 Bar @ 8 l/min and 
1.5 Bar @ 11 l/min for 10.5 kW

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark 

Guarantee 2 years

Finish Power Code

White 8.5 kW SP1I48SI

White 9.5 kW SP1I49SI

White 10.5 kW SP1I41SI

Aspirante Topaz
thermostatic electric shower

Temperature Control Thermostatic

Power Ratings 9.5 kW, 10.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back (right hand 
side unit)

Cable Entry Points Top, bottom, back (right hand 
side of unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running 
Pressure/Flow

1 Bar @ 8 l/min and 
1.5 Bar @ 11 l/min for 10.5 kW

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark

Guarantee 2 years
Finish Power Code

Chrome 9.5 kW ASP1I49SI

Chrome 10.5 kW ASP1I41SI

Topaz T80si
thermostatic electric shower

Temperature Control Thermostatic

Power Ratings 8.5 kW, 9.5 kW, 10.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, back (right hand 
side unit)

Cable Entry Points Top, bottom, back (right hand 
side unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running 
Pressure/Flow

1 Bar @ 8 l/min and 
1.5 Bar @ 11 l/min for 10.5 kW

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark 

Guarantee 2 years

Finish Power Code

White/Chrome 8.5 kW SP8I48SI 

White/Chrome 9.5 kW SP8I49SI 

White/Chrome 10.5 kW SP8I41SI  

Aspirante
electric shower

Temperature Control Stabilised

Power Ratings 8.5kW, 9.5 kW

Inlet Connection 15mm compression

Water Entry Points Top, bottom, side bottom, back  
(left hand side unit)
Bottom, side bottom, back  
(right hand side unit)

Cable Entry Points Top, bottom, side bottom, back 
(left hand side unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running 
Pressure/Flow

1 Bar @ 8 l/min

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark

Guarantee 2 years

To see all finishes and for further details please see page 22-25.

Elina TMV3 Exposed  
Concentric
thermostatic mixer shower
Temperature Control Thermostatic

Plumbing System 
Compatibility

Low and high pressure

Inlet Connections 15mm compression

Water Entry Points Rising, falling, back

Outlet Connection 1/2” BSP top or bottom

Minimum Running  
Pressure/Flow

0.1 Bar @ 8l/min

Maximum Running Pressure 5 Bar

Maximum Static Pressure 10 Bar 

Open Outlet Flowrate at 0.1 Bar 8.5l/min

Maximum Flow with Flow 
Limiters Fitted

12l/min

Pipe Inlet Centres 150-155mm

Approvals, Complies with TMV3, WRAS

Guarantee 3 years Finish Code

Chrome ELITMV3EXCM   

Finish Power Code

Black Gloss 8.5 kW ASP08GSBLK

Black Gloss 9.5 kW ASP09GSBLK

Gun Metal 8.5 kW ASP08GUNMTL

Gun Metal 9.5 kW ASP09GUNMTL

Brushed Steel 8.5 kW ASP08BRSTL

Brushed Steel 9.5 kW ASP09BRSTL

Black Pearl 8.5 kW ASP08TLPLBLK

Black Pearl 9.5 kW ASP09TLPLBLK

White Gloss 8.5 kW ASP08GSWHT

White Gloss 9.5 kW ASP09GSWHT

Riviera Sand 8.5 kW ASP08TLRSD

Riviera Sand 9.5 kW ASP09TLRSD

T80Z Slimline
electric shower

T80Z Thermostatic
electric shower

Temperature Control Stabilised

Power Ratings 8.5 kW, 9.5 kW, 10.5 kW 

Inlet Connection 15mm compression

Water Entry Points Top, bottom, side bottom, back 
(left hand side of unit)
Bottom, side bottom, back 
(right hand side of unit)

Cable Entry Points Top, bottom, back  
(left hand side of unit)
Bottom, back  
(right hand side of unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running Pressure/ 
Flow for full performance*

1.0 Bar @ 8 l/min 
1.5 Bar @ 11 l/min for 10.5 kW

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark

Guarantee 2 years

Finish Power Code
Chrome 9.5 kW SP8CHR9ZSLM 
Chrome 10.5 kW SP8CHR1ZSLM 
White/Chrome 8.5 kW SP8008ZSLM 
White/Chrome 9.5 kW SP8009ZSLM 
White/Chrome 10.5 kW SP8001ZSLM 
White/Chrome 8.5 kW ECO8008ZSLM 

To see all finishes and for further details please see page 30-31.
*At running pressure/flow 0.7 Bar at 8 l/min (1.2 Bar at 11 l/min for 10.5kW) 
the shower will continue to operate at a reduced performance.

Temperature Control Thermostatic

Power Ratings 8.5 kW, 9.5 kW, 10.5 kW 

Inlet Connection 15mm compression

Water Entry Points Top, bottom, side bottom, back 
(left hand side of unit)
Bottom, side bottom, back 
(right hand side of unit)

Cable Entry Points Top, bottom, back  
(left hand side of unit)
Bottom, back  
(right hand side of unit)

Outlet Connection 1/2” BSP

Plumbing System Cold water only

Minimum Running Pressure/ 
Flow for full performance*

1.0 Bar @ 8 l/min 
1.5 Bar @ 11 l/min for 10.5 kW

Maximum Static Pressure 10 Bar

Surface Mounted Only

Approvals, Complies with BEAB, CE, BSI Kitemark

Guarantee 2 years

To see all finishes and for further details please see page 32-33.
*At running pressure/flow 0.7 Bar at 8 l/min (1.2 Bar at 11 l/min for 10.5kW) 
the shower will continue to operate at a reduced performance.

Finish Power Code
Chrome 9.5 kW SP8CHR9ZTHM 
Chrome 10.5 kW SP8CHR1ZTHM 
White/Chrome 8.5 kW SP8008ZTHM 
White/Chrome 9.5 kW SP8009ZTHM 

Adjustable distance (490m
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